
D E S C R I P T I O N

aspectLED o�ers a full line of constant voltage 
LED power supplies (drivers). A high quality 
constant voltage power supply results in your 
LED lights using less energy, shining brighter, 
and lasting longer. That's why aspectLED 
o�ers the highest quality switching 
(switched-mode) LED power supplies. Our 
power supplies can be used with a wide 
variety of in-line LED dimmers. All of our 
power supplies are energy e�cient and eco 
friendly.

Our power supplies feature �exible input 
voltage (100-240VAC) and can be ordered in 
12VDC or 24VDC outputs. Wattage displayed 
is the Maximum Wattage. These power 
supplies are rated to run at 80% continuous 
wattage or 320 Watts continuous.

C E R T I F I C AT I O N S

Non-Waterproof 400 Watt Switching 
Power Supply

MODEL: AL-PS-N-400

P H Y S I C A L  D I M E N S I O N S  +  S P E C I F I C AT I O N S

Power Supply 
Dimensions

Input Voltage

Output Voltage

Output Current

Input Hz

Dimmable

Power Consumption

Maximum Continuous 
Wattage

Housing Material

Weight

IP Rating

Suitable Uses

Warranty

Standards/Certi�cations

12VDC 24VDC

8.5" Long, 4.5" Wide, 2" Thick

100-240VAC

12VDC

33.33A @ 12VDC

50-60Hz

No

400 Watts Maximum

320 Watts

Aluminum

2 lbs

Not Waterproof

Indoor Dry Locations Only

1 Year

UL Listed, ROHS

8.5" Long, 4.5" Wide, 2" Thick

100-240VAC

24VDC

16.67A @ 24VDC

50-60Hz

No

400 Watts Maximum

320 Watts

Aluminum

2 lbs

Not Waterproof

Indoor Dry Locations Only

1 Year

UL Listed, ROHS

For general information purposes only. Speci�cations, dimensions and construction subject to change without notice. © ASP Holdings, Inc.
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Non-Waterproof 400 Watt Switching Power Supply
MODEL: AL-PS-N-400

D I M E N S I O N S

www.aspectled.com

S K U  B U I L D E R

Model Number

AL-PS-N-400

Voltage

12VDC - 12
24VDC - 24


